
16 MAY 2024


From the Redlands Airport Association:


It’s different than the UPS Visual. This one is not a visual approach. It can be used in IFR conditions. It does share some of the waypoints of the UPS Visual. It is a public approach but does require special equipment and prior FAA authorization to use it. 

This is probably why they want an airspace change that requires REI to use SBD weather. 

It would not be good for us at REI to be operating VFR when SBD is operating IFR. I have attached the new plate and the prototype UPS plate so you can compare them.
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ATTENTION ALL USERS OF RNAV VISUAL RWY 24

If Runway 24 is in use, be prepared to execute the RNAV VISUAL procedure. If unable, notify
ATC upon initial contact.

Crews must brief the procedure prior to acceptance of the clearance.

Request the RNAV VISUAL RWY 24 on initial contact with SOCAL APP CON.

Advise ATC, as soon as practical that the airport or preceding traffic is in sight.

Comply with published route, altitudes and airspeeds unless otherwise cleared by ATC.
Retrieve procedure from the current FMS database, manual construction is not authorized.
Modification of a waypoint altitude or airspeed is not authorized without AN ATC clearance.

During approach, comply with the published weather minimums. Visual approach clearance
responsibilities apply.

ATC may issue a clearance to join the procedure at an intermediate fix.

Before JESEL, broadcast on Redlands (REI) CTAF/AUNICOM (type aircraft, heavy if
applicable) within 10 NM, inbound to San Bernardino (SBD) on RNAV VISUAL RUNWAY 24.

Non-participating VFR aircraft and ultralights in vicinity of REl and REI Aerobatic Area.
Vigilant see-and-avoid techniques should be utilized.

Radio Communications: Expect to contact tower over VUTOW.

In the event of a go around expect ATC to issue the following instructions: Tumn left heading
220°, climb and maintain 5000.

Use of this procedure requires specific authorization by FAA Flight Standards.
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